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F IMPORTANT

HIS INSTRUCTION MANUAL MAY NOT CONTAIN INFORMATION ON ALL
CHANGES THAT HAVE OCCURRED TO THE SUBJECT INSTRUMENT
SINCE THE MANUAL ISSUE DATE. IT WAS PREPARED FOR USE BY IEC

UTHORIZED FACTORY-TRAINED SERVICE OR DEALER PERSONNEL

HO ARE KEPT CURRENT THROUGH A PROGRAM OF SERVICE LETTERS
AND BULLETINS AND TRAINING SEMINARS.

WARNINGS AND CAUTIONS

THIS MANUAL CONTAINS WARNINGS AGAINST OPERATING
PROCEDURES WHICH COULD RESULT IN AN ACCIDENT AND/OR
PERSONAL INJURY. IT ALSO CONTAINS CAUTIONS AGAINST
PROCEDURES WHICH COULD RESULT IN DAMAGE TO YOUR
NSTRUMENT OR ACCESSORY EQUIPMENT. IF YOU DO NOT READ THIS
MANUAL YOU WILL MISS IMPORTANT INFORMATION

OBSERVE ALL WARNINGS AND CAUTIONS
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1.0 GENERAL DESCRIPTION
1.1 Purpose of Manual

This manual provides installing, operating and
servicing instructions for the programmable, general
purpose, refrigerated, floor Model PR-7000M
(Catalog No. 3497) centrifuge manufactured by the
International Equipment Company (IEC) and supplied
under IEC Parts List 8528.

1.2 Description

The PR-7000M is designed for use in the medical,
industrial, and, scientific laboratory to perform
separations by centrifugal force. This centrifuge
accepts general purpose laboratory rotor and
accessory combinations, with capacities of up to one
liter bottles. It will develop a maximum relative
centrifugal force (RCF) of 9635 x g at a maximum
speed of 6800 rpm using the IEC Catalog No. 845A,
45-degree angle rotor. The centrifuge has a maximum
volume capacity of six liters using the IEC Catalog No.
949, or the IEC Catalog No. 966, swinging-bucket
rotor. Refer to Tables 3-3, 3-4, 3-5 and 3-6 for rotor
information. The centrifuge is designed for 200,
220, or 240 VAC, 60 Hz operation. The centrifuge is
designed meet the requirements for UL listing and
CSA certification.

A base assembly within the steel centrifuge cabinet
supports a centrifugation chamber. A stainless-steel
walled guard bowl makes up the sides of the
chamber. This chamber has a gas-spring counter-
balanced cover assembly. The cover assembly
contains a transparent window for phototachometer
speed-checking purposes, a fuli-length hinge, a gas
spring and two pawls that are part of a latch system
which is part of an interlock system. The interlock and
the interlock latch are part of the base assembly
housing. The interlock prevenis operation if the
cover is not completely closed and latched. It also
prevents the cover from opening when the rotor is
turning. An IEC Catalog No. 966 rotor and a rotor-
stabilizer kit are supplied. The kit allows the

centrifuge to be moved within the existing facility

while the 966 rotor is in the rotor chamber.

CAUTION
Never leave the rotor in the chamber when
re-shipping the centrifuge out of the facility
otherwise the drive shaft will be damaged
and the warranty may be voided.

Rotor balance discs are supplied for balancing blood-
bag cups.

A refrigeration system, contained within the base
assembly, provides chamber cooling.

Controls and indicators are located at the front edge
of the cabinet and on the control panel, which is
mounted on the control housing, above, and to
the rear of the chamber.

Front edge controls are used to: apply main electrical
power, start and stop the centrifuge and unlatch the
cover. Control panel controls are used to: select the
program mode, and, to set the chamber-
temperature, the run-cycle-acceleration rate, -speed
/ RCF, -time/[w2dt, deceleration rate, -start, and -
stop functions of the centrifuge. The acceleration-
rate control provides a choice of ten rotor acceleration
rate profiles from zero to 250 rpm. At 250 rpm the
rotor will accelerate at the maximum rate to the set
speed. There are ten deceleration rates shown in a
graph in Figure 3-1A.

A choke, an autotransformer, and a motor drive
assembly are located on the base assembly. The
motor has permanently-sealed self-lubricating ball
bearings. The drive-motor top cap and flexible drive
shaft project up through the center of the base
assembly and into the chamber. The drive assembly
motor brushes are accessible from the front of the
centrifuge after the front louver is removed.

A power supply printed circuit board (PCB), a relay
PCB, a pulse width modulation PCB, a power PCB,
two line filters, two electro-mechanical relays, and a
full-wave bridge rectifier, are mounted on a power
electronic assembly behind a steel pane! which forms
the rear sloping surface of the cabinet.

A microprocessor logic PC board, and a display PC
board, are mounted in the upper rear of the control
housing and are accessible after the rear vent plate is
removed. The main electrical power cord is located at
the rear of the cabinet assembly.

Air vents located on the lower front and the lower rear
of the cabinet assembly provide front-to-rear motor
and refrigeration component cooling.

The removable front louver and the rear panel and
grille allow access to the internal cabinet assembly
parts. Most of the electrical parts in the centrifuge
have connectors to facilitate servicing or replacement.

The centrifuge base assembly has four swivel
casters which provide mobility during installation and
relocation. Two leveling feet, mounted at the front of
the base assembly, provide centrifuge stability when
lowered to the floor. A hold-down bracket is attached
to the bottom-front of the centrifuge to secure the
centrifuge to the floor before operation.

WARNING
Failure to rigidly secure the centrifuge to a
substantial (preferably concrete) floor can,
in the event of a rotor disruption, cause
hazardous movement of the entire
centrifuge.

1.3 Specifications

Table 1-1 provides a quick-reference listing of the
specifications.
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TABLE 1-1 SPECIFICATIONS
Maximum Relative Centrifugal Force (RCF):

Angle Rotor (845A) 9635 xg.

Swinging Bucket Rotor (219) 8250 x g.
Maximum Speed of Rotatlion:

Angle Rotor (845A) 6900 rpm.

Swinging Bucket Rotor (219) 6200 rpm.

Maximum Volume:

Swinging Bucket Rotors (949, and 966) 6 liters (6 x 1000 mi).

Angle Rotor (886B) 3 liters (6 x 500 mi).
Maximum Number of Tubes 408 (5 ml tubes.).
Acceleration Rate Control:
Settings Ten, From zero to 250 rpm (Max. accel. above 250 rpm).
Type Digital Key Switch.
Acceleration Rate Indicator: Digital LED.
Deceleration Rate (Brake) Control:
Settings Ten, Refer to Figure 3-1A.
Type Digital Key Switch.
Deceleration Rate Indicator: Digital LED.
Speed Control:
Type Digital Key Switch. .
Increments 100 rpm.
Range 100 to 6900 rpm.
Accuracy (Steady State) + 10 rpm.
Speed Indicator:
Type Digital LED.
Increments 10mm (10x g).
Range 10 to 6900 rpm (10 to 9990 x g).
Temperature Control:
Type Digital Key Switch.
Increments 1°C.
Range -9°C to 39°C.
Accuracy + 1°C.
Temperature indicator:
Type Digital LED.
Increments 1°C.
Range -20°C to 40°C.
Time Control:
Type Digital Key Switch.
Increments One second.
Range One second to 99 min., 59 sec., plus HOLD.
Accuracy + 1 second.
Time Indicator:
Type Digital LED.
Increments One second.
Range One second to 99 min., 59 sec., plus HOLD.
Jw 2dt  Control:
Type Digital Key Switch.
Range 0 to 9.9 x 10'¢ Radians squared per second.

Digital readout indicates accumulated Jw?dt to two
significant figures and exponential notation. Can be
used to terminate a run at a preselected value.
fw 2dt Indicator:
Type Digital LED.
Range 0 to 9.9 x 1018 Radians squared per second.
Readout indicates accumulated [w2d! to two significant

Program Storage
Guard Bowl Inside Diameter

figures and exponential notation.
Ten panel setups plus manual.
58.1 cm (22.9 in).

Centrifuge Motor 2.5 HP.

Refrigerant R-502, 1.021 kg (36 02).
Operational Head Pressure* 220-280 psig @ 0°C.
Operational Suction Pressure* 10-15 psig @ 0'C.

Power Requirements (Nominal)

200, 220, or 240VAC +£10%,50/60Hz,
single phase, 30 Amps.

Power Consumption (Operaling) 3750 Watts @ 20°C (68°F).
System Heat Qutput (Typical) 7500 BTUhr.
Centrifuge Dimensions: )

Height with cover open 161 em (63.3in).

Height with cover closed

109 cm (43.0 in).

Width 72.4 cm (28.5in).
Depth 86.4 cm (34.0 in).
Volume 1.2 cu.m (41 cuft).

Centrifuge Weight
Shipping Weight
Packing Case:

291 kg (641 Ib).
343 kg (755 1b).

Height 147 cm (58.0 in).
Width 81 c¢m (32.0in).
Depth 107 cm (42.0 in).
Volume 1.3 cu.m (45cuft).

* Note. These pressures are used in service procedures. Pressures shown on the instrument
dataplate are proof U.L. (design) test pressures and not operational pressures.
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1.4 WARRANTY

International Equipment Company ( hereafter
called IEC ) warrants that it will repair or replace,
free of charge to an authorized dealer of IEC any
part which fails within one (1) year after delivery to
the original customer because of defective
material or workmanship, provided it does not fall
under the exceptions and conditions specified In
the warranty given with the instrument. Such
exceptions and conditions Include, but are not
limited to, failure of parts due to natural wear,
accldent, neglect or operation in a manner not
prescribed in the operating Instructions supplied
with the Instrument. IEC agrees to correct elther
by repair, or, at its election, by replacement, any
defects of material or workmanship in an IEC rotor
which develop within seven (7) years after delivery
of the IEC rotor to the original customer by IEC or
its authorized dealer, provided that Investigation
and Inspection by IEC discloses that such defect
developed under normal and proper use. Should
an lEC centrifuge be damaged due to a fallure
covered by this warranty of a rotor, IEC will supply
free of charge all centrifuge parts required for
repair. The foregoing expresses IEC's sole
warranty with respect to the instrument. THIS
WARRANTY IS MADE IN LIEU OF ANY AND ALL
OTHER WARRANTIES AND ALL [IMPLIED
WARRANTIES OF MERCHANTABILITY AND FIT-
NESS FOR A PARTICULAR PURPOSE ARE
HEREBY DISCLAIMED AND EXCLUDED. I[EC AND
ITS AUTHORIZED DEALERS WILL NOT BE LIABLE
FOR CONSEQUENTIAL DAMAGES, LOSS OR
EXPENSE ARISING FROM THE IMPROPER USE
OF THE INSTRUMENT OR FROM ANY OTHER
CAUSE WHATSOEVER. IEC will not honor any
other warranty given by the authorized dealer
which is different from the warranty given by IEC.
This warranty Is not assignable and is operative
only in favor of the original customer to whom this
warranty Is delivered.

1.4.1 DEALER OBLIGATION UNDER WARRANTY

A customer requesting service for an Instrument
during the period covered by warranty should
recelve a response within a 48-hour period, from
the authorized dealer who sold the instrument. If
this obligation is not met and the customer so ad-
vises IEC, such authorized dealer will be notified
of, and responsible for, the action taken, and
expense Incurred, by IEC in satisfying the custo-
mer.

1.4.2 DISCLAIMERS AND EXCLUSIONS

The instruction manual supplied with this instru-
ment includes a service troubleshooting chart.
However, you are under no obligation to locate or
remedy any service problem. You hereby release
and forever discharge IEC, Its successors, -assigns,
subsidiarles, affiliates, officers, agents, and
employees from any and all claims, demands and
liabilities In law or equity, of any nature, based
upon, arising out of, or resulting from locating,
remedying or attempting to locate or remedy any
service problem. Should service be required,
contact the dealer from whom you purchased this
instrument to obtain service by tactory-trained
personnel.

The information included in this instruction manual
is believed adequate for the operation and inten-
ded use of this instrument. If the instrument is to
be used for any purpose exceeding or deviating
from the capabliities specified herein, then written
confirmation or acceptibilty for such purpose
should be obtained from IEC. Fallure to do so will
affect the warranty, and IEC willl not guarantee any
results nor assume any obligation or liability
arising from such confirmed action.

The warranty is conditional upon operation using
power source requirements specified on the plate
affixed to the instrument. IEC reserves the right to
change, alter, modify, or Improve any of its in-
struments without any obligation whatever to make
corresponding changes to any instrument previ-
ously sold.

1.5 ORDERING INFORMATION AND FACTORY
RETURNS

To obtain service and/or replacement parts under
warranty, you should contact the authorized IEC
dealer from whom you purchased your instrument,
or write directly to IEC, 300 Second Avenue,
Needham Heights, Massachusetts 02194, Atten-
tion: Service Manager. Your correspondence
should Include the model and serial number of
your instrument, the date of Its delivery, and the
name of the dealer from whom you purchased it.
IEC will not accept goods returned without proper
authorization. A "Returned Goods Authorization"
(RGA) must be obtained through a dealer and
accompany the prepald return shipment.

To obtain service and/or replacement parts not
under warranty, or to order additional accessories,
you may contact any authorized IEC dealer.

NOTE: In the event you wish to return the instru-
ment or any part, you must comply with the
following:

1. I the instrument or any part has been exposed
to, or used to process, dangerous pathogenic or
radioactive material, you are required to decon-
taminate the instrument or part being returned to
insure there is no radioactivity or harmful bacteria
present and to advise us accordingly.

2. Decontaminate the instrument or any part that
may have accumulated blood or any other chemical
deposit by using standard laboratory procedures.
Should this instrument or any part be received in a
condition we consider to be a potential hazard to
our personnel, it will be returned to you unre-
paired, at your expense.

1.6 REGISTRATION OF INSTRUMENT

For registration purposes please fill out the
Warranty Registration / Installation  Report form
supplied with the Instrument. Return the
completed form to IEC.




Table 1-2 EQUIPMENT SUPPLIED

Quantity

Description

IEC Catalog No.

PR-7000M Centrituge

3497

1 Hold-Down Bracket 49919

1 Rotor-Stabilizing Kit _ 45298

1 Windshielded, Swinging Bucket Rotor 966 which includes-

-6 Cups (Buckets) 5027

-6 Domes (Caps) 5026

-6 "O" Rings 47824

-6 Balancing Discs 579

1 Bottle, 1 0z. Bonded Lubricant Coating 7133

1 Spare Parts Kit 49890

1 Spare Brush Kit 41775

1 Steel Wrench 1787

2 instruction Manual IM-250A
Table 1-3 EQUIPMENT REQUIRED BUT NOT SUPPLIED

ltem Designation Description Function

1 General Radio Phototachometer Measure RPM (speed)
Gen Rad-1546
or equivalent

2 Precision Level L Level centrifuge

3 Brown& Sharpe Dial Test Indicator Set Measure total indicated readout
Model 703-1 0-.030", +.015"
or equivalent

4 v — Refrigeration Service Gauges Check refrigeration
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SECTION TWO

INSTALLATION
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2.0 INSTALLATION
2.1 General

The centrifuge is packed and shipped in a special
packing case designed to protect it from hazards in
transit. The packing case includes a wood/foam
pallet, a carton-sleeve, and a plywood ramp. The
carton-sleeve should be inspected by receiving
before acceptance from the shipper. The packing
case is then moved to the operating or installation
area, the centrifuge is removed from the packing
case, and inspection is made for damage or other
defects. Completeness of the shipment is also
ensured by checking each item against the delivery
receipt.

2.2 Receiving Inspection

Before signing the delivery receipt and accepting
the shipment, inspect the carton-sleeve for any
signs of mishandling, such as broken or dented
sides. Any observed damage must be stated, in
writing, on the delivery receipt before signing the
receipt. A normal or undamaged carton-sleeve
does not necessarily ensure that the contents are
undamaged. If mishandling or shipping damage is
suspected, contact the office of the carrier so that a
representative may be called in to witness the
unpacking. IEC is not responsible for
damage incurred in transit.

2.3 Unpacking

These instructions are also on the packing carton-

sleeve. Refer also to Figure 2-1.
CAUTION
ONLY AUTHORIZED PERSONS SHOULD
UNPACK THE CENTRIFUGE.
The centrifuge weighs approximately 641
Ibs. Unpacking and installation requires
the service of two people.
- Use a forklift or a roller lift to move the carton-
sleeve to the intended operating location. Keep all
the shipping documents.
- Cut, and remove, the straps from around the
carton-sleeve and pallet.
- Remove the ramp from the top of the carton-
sleeve. Note the two ramp-holder bolts. Do not
remove them. This ramp is placed on the top-rear
(RAMP OFF arrow) edge of the pallet to unload
the centrifuge or on the top-front edge of the pallet
to load the centrifuge.
- Lift the carton-sleeve straight up and off the pallet.
If it is not possible to lift the carton-sleeve straight
up and off the centrifuge and pallet because of an
obstruction, or a low ceiling, simply cut one rear
corner of the carton-sleeve from top to bottom. Full
the carton-sleeve away from the centrifuge and the
pallet.
- Remove the plastic-foam wrap from around the

the centrifuge.
- Inspect the centrifuge for obvious external
damage.

- If any damage is discovered, which is attributable
to mishandling or shipping, it should be
documented and a signed inspection report should
be furnished to the shipping company. Replace
the carton-sleeve, the ramp, and strap the carton-
sleeve to the pallet. If there is no damage proceed.
- Remove the packet at the top rear of the
centrifuge. The packet contains instructions, the
instruction manual, a steel rotor wrench, two
program switch keys, spare fuses and brushes. Be
sure to keep all of these items.

- Remove the display housing protector, and the
rotor and packaging assembly 45298, from the
chamber cover. Be sure to keep all of these items.
Refer to Figure 2-1A for the contents of the rotor
and packaging assembly 45298.

- Use a wrench to loosen (about two inches) the
bolt that holds the retaining brace located just
behind the centrifuge. Locate the two ramp-holder
holes on the top-rear (RAMP OFF arrow) edge of
the pallet (just behind the centrifuge). Place the
ramp on the pallet so that two bolts on the ramp fit
into the two matching ramp-holder holes in the
pallet.

- Hold the centrifuge, then use a large screwdriver
to carefully remove the retaining brace at the rear of
the centrifuge. The centrifuge wheels are on the
pallet. These wheels are swivel casters. With a
partner, be careful to get and keep, a good grip on
both sides of the middle front and middle rear of the
centrifuge. CAUTION

Do not grip, or use as a support, the
control panel housing.

- Slowly and carefully work the centrifuge off the
pallet and onto the ramp and then onto the floor.

- Roll the centrifuge to the desired location but do
not plug it in. Leave sufficient space for inspection.

Proceed to paragraph 2.3.1.,or, if desired
repack the centrifuge as follows.

- Replace the rear retaining brace that was removed
in unpacking.

- Use a wrench to loosen the bolt that holds the
retaining brace that was just in front of the
centrifuge. Locate the two ramp-holder holes on
the top-front edge of the pallet. Place the ramp
on the pallet so that two bolts on the ramp fit into
the two matching ramp-holder holes in the pallet.

- Replace the rear retaining brace that was removed
during unpacking and replace and tighten the bolt.
With a partner, be careful to get and keep, a good
grip on both sides of the middle front and rear of
the centrifuge. Do not grip, or use as a
support, the control panel housing.

- Slowly and carefully work the centrifuge facing
forward onto the ramp and then onto the pallet

- Replace the rear retaining brace and replace and
tighten the bolt.

- Replace the the rotor package onto the chamber
cover strap down the centrifuge. Replace the
carton-sleeve. Place the ramp on the carton-
sleeve. Strap the ramp and the carton-sleeve o
the pallet.
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2.3.1 Rotor and Packaging Assembly

The rotor is packed in a special cardboard box as
shown in figure 2-1A.

- Open the box and remove the cover support
which contains the windshield rotor cover.

-Remove the top insert that covers the plastic
rotor bag.

-Remove the bag. Open the bag. Note that
there is a cup block between each cup.

CAUTION
These 6 blocks are used to keep the
rotor cups from swinging during ship-
ment. They are put in the rotor if the
centrifuge is to be moved within the
facility or re-packed. Do not leave
them in during operation.

-Remove the roll of relective tape 49934 that is
in the bottom of the box.

This roll of reflective pressure-sensitive
tape is included in the box and is to be
installed on the rotor windshield knob
as a cooperative target when a photo-
tachometer speed check is desired.
Refer to Section Four, Service.

-Remove the four rotor blocks that are also in the
bottom of the box. These blocks and the six cup
blocks comprise the rotor stabilizer kit 45298.

CAUTION
These 4 blocks are shipped loose in
the box and are used to support the
rotor when in the chamber if the
centrifuge is to be moved within the
facility. Never leave the rotor in the
chamber when re-shipping the centri-
fuge out of the facility otherwise the
drive shaft will be damaged.

Place these four blocks 90-degrees apart, and
the six cup blocks between the cups, as shown
in Figure 2-1B whenever the centrifuge is to be
moved within the facility.

Keep the box and its parts for later use and
storage of the rotor.
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Do not leave them in during
operation.
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Figure 2-1A  Rotor and Packaging Assembly 45298
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Figure 2-1B  Rotor Stabilizer Kit




2.4 Setup and Installation

CAUTION

THE FOLLOWING PROCEDURES ARE TO BE
COMPLETED ONLY BY QUALIFIED PERSON-
NEL. DO NOT ATTEMPT TO OPERATE THIS
CENTRIFUGE BEFORE THOROUGHLY READ-
ING THE OPERATING SECTION OF THE
MANUAL. WARNING: DO NOT PLUG IN THE
CENTRIFUGE POWER CORD AT THIS TIME.

1. Remove the louver at the lower-front, and the
rear cover panels at the rear, of the cabinet.

NOTE
The centrifuge has been designed to pro-
tect the user by preventing the opening
of its chamber cover during operation.
However, during installation, an electrical
power failure, and for servicing purposes,
it Is possible to bypass this safety, cover
latch interlock as follows.

2. Remove the plug button from the front, top-
right corner of the cabinet. Insert a rigid, 1/8th-inch
shaft-diameter  tool, such as a screwdriver,
approximately 3/4-inch straight into the access hole.
The cover interlock will release and the cover will
open.

3. Remove the tool and replace the plug button.

WARNING
The above procedure should never be
performed when the rotor is siill turning as
opening the cover ther will expose
rotating parts. Never attempt te boih
override the interlock and to operate the
centrifuge.

4. Inspect all areas for loose: components; printed
circuit board connections, connectors and mount-
ing hardware.

5. Ensure that the condenser fans rotate freely and
that fan blades are clear of the condenser cooling
shroud and wiring harnesses.

6. Rotate the rotor drive shaft counter-clockwise
(CCW) by hand to determine that the shaft and
bearings were not damaged in transit.

7. Do not close the chamber cover at this time.

8. Do not replace the louver at this time.

2.4.1 Line Voltage Check

This procedure is used to ensure that the electrical

line voltage is compatible with the electrical
requirements of the centrifuge.

WARNING
This procedure requires qualified service
personnel to make connections located in
an electrical shock area where potential
lethal voltages are present. Exercise
extreme caution when in this area.

The centrifuge should have its own separate branch
circuit so that line load variations will be minimized.
The line voliage supply must be a standard three-
wire grounded single-phase circuit. It must be
located within six feet (1.8 meters) of the centrifuge.
The power outlet must be easily accessible during
maintenance and thus allow for a rapid disconnect of
the centrifuge in case of an emergency.

NOTE
A 250 volt, 30 ampere 60 Hz single-phase, 2-pole,
grounding, twistlock receptacle, Hubbell Cat. No.
2620, (NEMA L6-30R) is required to mate with the
Hubbell Cat. No. 2621, (NEMA L6-30P) plug
attached to the power cord.

Power line voltage - and - frequency requirements
are shown on the dataplate located at the rear of the
centrifuge. Use an AC voltmeter to measure and
ascertain that the voltage available at the power
socket matches that of the dataplate.

WARNING

TO AVOID AN ELECTRICAL SHOCK, THE
POWER CORD MUST BE PLUGGED INTO A
GROUNDED OUTLET, NEVER REMOVE THE
GROUNDING PRONG FROM THE POWER PLUG
OR USE ANY ADAPTER WHICH DEFEATS, OR
DOES NOT COMPLETE, THE POWER
GROUND CIRCUIT. DO NOT PLUG IN THE
CENTRIFUGE POWER CORD AT THIS TIME.

- The line voltage must be within this limit:

200 - 240 VAC

If outside this limit, an external voltage step-up, or
step-down, transformer will be required. Also, line
frequency must be between 48 to 62 Hz.

Refer to the following paragraph.

2.4.2 Electrical Connections

The centrifuge is set up and shipped from the
factory for 240 VAC, 50 Hz, and 60 Hz,
power line operation.

- Disconnect the power cord.

- Locate the terminai strip on the autotransformer T1
shown in Figures 2-2 and 2-3.

2-3




- Remove the plastic autotransformer cover. The leads from T1 go directly to one row of terminal screws
on the strip.

CAUTION
DO NOT ATTEMPT TO CHANGE THESE LEADS. THE CHANGE IS TO BE MADE ON THE
OTHER, VOLTAGE - MARKED ROW OF TERMINAL SCREWS.

The motor-controller red wire, #135 must always be connected to the 240 Volt terminal (tap) of the
autotransformer, T1.

- For 60 Hz operation - The brown AC-input wire, #131 and the brown compressor wire, #134 must
be connected to the autotransformer T1 terminal connections as follows.

Measured Connect Connect Resulting Connect Resulting
Line Line Compressor  Voltage to Controller Voltage to
Voltage Voltage Wire #134 Compressor  Wire #135 Motor
Wire #131 to Tap: to Tap: Controller
. o Tap:
200 200 220 220 240 240
210 200 220 231. 240 252
220 220 220 220 240 240
230 220 220 230 240 251
240 240 240 240 240 240
CAUTION

Failure to follow the above instructions may result in damage to the centrifuge.

= For 50 Hz operation - The brown AC-input wire, #131 and the brown compressor wire, #134 must
be connected to the autotransformer T1 terminal connections as follows.

Measured Connect Connect Resulting Connect Resulting
Line Line Compressor  Voltage to Controlier Voltage to
Voltage Voltage Wire #134 Compressor  Wire #135 Motor
Wire #131 to Tap: to Tap: Controller
to Tap: .
200 200 200 200 240 240
210 200 200 210 240 252
220 220 220 220 240 240
230 220 220 230 240 251
240 240 200 200 240 240
CAUTION

Failure to follow the above instructions may result in damage to the centrifuge.

/TRANSFORMER PRIMARY LEADS DO NOT CHANGE OR REMOVE

0.

Ny

TERMINAL STRIP

VOLTAGES

Thl? motor controlier wire #135 must always be connected to 240V tap (50 or 60 Hz) measured line
voltages.

Figure 2-2  Autotransformer, T1 Connections

- Replace the plastic autotransformer cover.
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2.4.3 Centrifuge Stabilizing and Securing

Install two machine-screw expansion an-
chors in the final operating location floor
to hold two 3/8 Dia.1-1/2 in Lg. Hex-head
bolts to permanently secure the centri-
fuge hoid-down bracket to the floor at the
final operating location. See Figure 2-4,

WARNING
Failure to secure the centrifuge to a
substantial (preferably concrete, brick, or
other masonry) floor would, in the event of
a rotor disruption, enable hazardous
movement of the entire centrifuge.

1. Replace the rear cover panels.
2. Move the centrifuge to its final operating location.

CAUTION
Ensure that the rear grille and vent are not
blocked, as this will impair ventilation of
the centrifuge, affect the cooling capacity,
and shorten the life of the refrigeration
system. Also, do not place the centrifuge
against radiators or other types of heating

elements.

CAUTION
rotor-stabilizing kit, IEC
Catalog No. 452988. This kit is not to be
used for re-shipping purposes but only
when the centrifuge is moved within the
same facility. Refer to Figure 2-1B.

CAUTION
Use the two 3/8 Dia. 1-1/2 in Lg. Hex-head
boits to permanently secure the centrifuge
hold-down bracket to the floor at the final
operating location as shown in Figure 2-4.

Remove the

3. After securing the hold-down bracket, the
centrifuge must be levelled as follows:

- Install a properly balanced IEC Catalog No. 966
rotor onto the shaft. Make sure the rotor is fully
seated on the shaft.

- Place a level on the rotor to level the centrifuge.
Use a 9/16-inch open-end wrench to adjust the
stabilizing feet until the bubble in the level is
centered side-to side in the chamber. Rotate the
rotor 90 degrees and center the bubble front-to-
back by adjusting the stabilizing feet. When the
bubble stays centered in any rotor position, the
centrifuge is level.

4. Check that the centrifuge is resting firmly on the
two stabilizing feet and the two rear casters. Try
rocking the centrifuge by alternately pressing down
on the back corners. If there is any movement of the
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centrifuge, readjust the appropriate front foot to
stabilize the centrifuge.

NOTE
On very uneven floors it may be necessary
to shim up the rear casters.

2.5 Installation Checkout

Refer to Section 3.0 OPERATION, and Figure 3-1
as needed. In case of improper machine operation at
any of these checkout steps, or in case of no
operation, refer to the Troubleshooting Chart, Table
4-1, or, contact the IEC dealer from whom you
purchased the instrument. Also, refer to the
warranty.

1. Plug the power cord into a grounded AC outlet.

2. Push the Power switch button to the ON/1
position. The actual chamber temperature will be

displayed. The red STOP/OPEN and the
Program Off indicator will glow.

3. Set the Operating Mode key to the Manual
position. lts green indicator will glow.

4. Push the STOP/OPEN button. The cover in-
terlock will be activated and it will release the latch.
The counter-balanced cover will open. The word
LATCH will appear on the display.

5. Close the cover firmly to latch and to lock it. The
word LATCH will disappear from the display.

6. Enter the number (966) of the rotor that was
installed in paragraph 2.4.3.

WARNING

NEVER ATTEMPT TO OPEN THE COVER
WHILE THE ROTOR IS SPINNING.

7. Set the Temp C'to +4. Listen for the
operating sound of the compressor motor.

8. Setthe Accelto O (slow accel).

9. Setthe Brake to 0 (coast).

10. Set the Speed to 3000 rpm.

11. Set the Time fora 5-minute run.

12. Push the Start button. Its green indicator will
glow. After a short interval the red STOP/OPEN
indicator will stop glowing to indicate rotor motion.

- The rotor will start to accelerate.

- Before the speed reaches 100 rpm set the

Accel to 9 (maximum). Notice the increase in
acceleration.
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15.2 Ji Use the two 3/8 Dia.1-1/2 in Lg. Hex-head bolts
6.0 in to permanently secure centrifuge to floor at the
30.48 cm final operating location as shown in Figure 2-4.
12 0in 7 b WARNING
CENTERLINE OF CENTRIFUGE ‘C_ Failure to secure the centrifuge to a substantial

(preferably concrete,brick, or other masonry)
floor can, in the event of a rotor disruption,
cause hazardous movement of the entire
centrifuge.

Figure 2-4 Permanent Mounting-Hole Dimensions
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NOTE

The acceleration will be maximum at any speed
above 250 rpm regardless of the Accel switch
setting.

- The rotor will accelerate to, and maintain, the set
speed.
NOTE

Depending on the installed rotor it takes one-to-two
. minutes for the speed to stabilize to 10 rpm of the
set speed.

13. Check that the timer is "counting down" to
ensure that it is operational.

14.Remove the protective sight gauge cap and
check the refrigeration system sight gauge, located
at the lower-right-front inside wall of the base
assembly. The disc should be green. If bubbles are
present, or if the disc is yellow, refer to the trouble-
shooting chart, Table 4-1.

15. When the five minute timed run ends, the
green Start button indicator will stop glowing and
the rotor will startto decelerate.

16. Change the Brake setting from 0 (coast) to 9
(full brake). Listen for the increased-braking sound
and notice the change in the rate of deceleration.

The red STOP/OPEN indicator will glow when the
rotoris at O rpm.

17. Push the STOP/OPEN button.  The cover
will open. The red STOP/OPEN button indicator
will remain glowing and a LATCH will appear on the
display.

18. Replace the front louver.

19. Push the Power button to the OFF/0 position.
All the indicators will stop glowing.

If any of the preceding do not occur, refer to the
troubleshooting chart, Table 4-1.

If all of the preceding seem normal then
this completes the checkout and the
installation procedure.

2-8




SECTION THREE

OPERATION




@% PAE ?P)'??D

!ECPF})-ZOOOM
TemP°C RPM | RCF Time / Jw 2d1 foglanabe T
21520070400 & £ 000
T ExP O-TEMP == Pgm. Ruz
Rotor No. MIN SEC = @ @ @
|5200| 966 [12:34
l-_, Brake ogram @@@
bkl /e A5
_J ‘ _J L ? _J f ‘ J
2 é T @5 D@D
= ) off Manual
e || =2 [ == ") ECPR.7000M Pom.
[ = EE?:. ggrtn.
— || | Run
sl [ hyiill CACNE {
e0 O D| o |OjOjO ° Q"—@

3-0

8

?___INTERNATIONAL EQUIPMENT COMPANY

{

Set Time (MIN/SEC) / Jw 2dt (COEF/EXP)Switch.

1. Power (OFF/O - ON/I ) Switch. h

2. Operating Mode Program Key/Switch. 17. Set Time (MIN/SEC)/jw 2dt (COEF/EXP) Indicator. -
3. Stop-Run / Open-Cover Switch/Indicator.  18. Actual Time (MIN/SEC) / fw 2dt (COEF/EXP)Indicator.
4. Operating Mode Key/Indicator. 19. Time (MIN/SEC) Mode Indicator.

5. Actual Temperature C" Indicator. 20. Jw 2dt (Mant/Exp.) Mode Indicator.

6. Set Temperature C* Switch. 21. Acceleration Rate Switch.

7. ENTER Keypad. 22, Acceleration Rate Indicator.

8. Set Temperature C* Indicator. 23. Brake (deceleration) Rate Switch.

9. Set Rotor No. Switch. 24. Brake (deceleration) Rate Indicator.
10. Rotor No. Indicator. . 25. Program Select Switch.
12. Set Speed (RPM) / RCF Indicator. 27. Start-Run Switch/Indicator.

RPM Mode Indicator.
. RCF Mode Indicator.
15. Actual Speed RPM/RCF Indicator. .

28. Diagnostic Display: LATCH / IMBALance /

BRUSHES / Over-TEMP.

29. Cover Interlock Bypass access (with cap).

Figure 3-1 Controls




3.0 OPERATION
3.1 General

This section contains instructions for the oper-
ation of the centrifuge and to acquaint the user
with the various controls and indicators and the
operating characteristics of the centrifuge. Use
Table 3-1 for computing relative centrifugal force
( RCF), Table 3-2 and 3-3 for choosing rotors and
accessories, and Table 3-4 for derating infor-

mation.
WARNING

Personal injury and machine damage is
possible if this centrifuge is operated
with unauthorized rotors.

3.2 Description of Operation

Centrifuge operation normally involves; applying
power, selecting the program mode, opening the
cover, installing a rotor with balanced accessories
and a balanced load in the rotor, entering the
rotor number, selecting the chamber operating
temperature, acceleration rate, braking,
speed/RCF and duration of the run (time / Jw?dt)
cycle, closing the cover, starting the run cycle,
stopping the run cycle, (the run cycle ends auto-
matically at the end of a programmed timed or
Iw2dt run), opening the cover and removing the
rotor. The following paragraph describes the
controls used in operation.

3.2.1 Controls

All of the controls and indicators necessary to
operate and monitor the centrifuge are located on
the top-front edge of the cabinet, and on the
control panel located on the tower at the top-rear
of the cabinet. These are shown in Figure 3-1.

1. Power Switch.

This alternate-action, (ON/1-OFF/O) rocker
switch and circuit breaker is used to control power
to, and provide overload protection for, the
centrifuge. I an electrical circuit overload occurs
within the centrifuge the switch will automatically
open thereby shutting the power off. If the
overload condition is momentary, simply setting
this switch off and on again will re-energize the
centrifuge. If the overload is continuous the
switch will not stay in the ON/1 position. Set the
switch to the OFF/O position when not in use
unless the refrigeration system is desired to be
on. The actual guardbow! temperature will be
displayed, and the red STOP/OPEN indicator will
glow, when the switch is in the ON/1 position.

2. Operating Mode Program Key Switch

This four-position ( Off, Manual, Pgm Set,
Pgm Run) key-operated switch is used to select
the overall mode of the centrifuge. It is used to
select manual operation, or, to select up to 10
preprogrammed run setups (programs) for
tamper-proof replication of set parameters.
Indicators are associated with these positions.
This switch is always used when the machine is
stopped. If positions are changed during a run
the associated indicator will glow to show the new
key position but the actual mode will not change
until the current run ends. The following modes
are selectable.

Off - In this position the manual, previously-set
temperature  setting is used. The set
temperature will be maintained if the cover is
closed. However, the temperature cannot be
changed. None of the other front panel controls
can be changed and the machine can not be
operated. Only the actual and set Temp/’C
indicators will be displayed.

Manual - With the exception of the program
control, when the switch is in this position the
machine will operate normally as described below.
All displays and control settings will be operable.
Front panel seftings will be maintained during
mode changes.

Pgm Set - This switch position is used with the
numeric and ENTER keypad to enable a
program and to activate the Program select
switch. After pressing the program number the
set value displays change to those previously
stored for that program. In this position the
machine is inogerable but the user can recall and
change programms. Also, the actual and the set
temperature indicators will be displayed and the
set switches are operable. The set temperature
will be maintained i the cover is closed. When
the switch is changed from this position the
values of all settings wiil be retained with the
selected program numbar.

Pgm Run - This switch position is used to recall
and run a program. The program is selected by
using the Program Select switch and the
numeric and ENTER keypad.

3. Stop-Run/@pen Cover Switch/Indicator.

This pushbutton switch/indicator is used to stop
the run and to open the cover. When the run is
stopped the remaining time (if in the timed mode)
will remain displayed until the next run is initiated.
(When the Start switch is pressed again the
display reverts to the original setting). When the
rotor stops spinning the red indicator in the
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switch will glow. This signals that the rotor is
stopped and that the cover may be opened by
pressing the switch.

The word LATCH will appear on the diagnostic
display when the cover is not completely closed.

NOTE

Once the centrifuge motor has been
decelerated it cannot be restarted until
the rotor stops spinning.

4. Operating Program Mode Key Indicator.

This small, green LED Indicator is associated with
the four (Off / Manual / Pgm Set / Pgm
Run) positions of the key-operated switch and is
used to show the key switch position.

5. Actual Temperature/'C Indicator.

This large, red LED indicator is used to monitor
chamber operating temperature from -20°Cto
+40°C, in 1°C increments.

6. Set Temperature/’C Switch.

This digital switch is used with the numeric and
ENTER keypad to select any chamber operating
temperature from -9°C to +39°'C, in 1°C
increments. The keypad is used to select the
minus " - " sign, and the desired value. The
highest and lowest temperature that can be
achieved depends on the operating speed and
the rotor being used. When any of the rotors, or

accessories, are operated at speeds lower than -

their maximum, then lower temperatures can be
attained. NOTE: Precool the rotor and the
rotor chamber prior to use when plan-
ning below-ambient-temperature opera-
tion. The natural fan action of the rotating
horizontal and angle rotors serves to maintain a
uniform temperature within the chamber during
operation. However, once the rotor stops
turning, air no longer circulates throughout the
chamber and temperature distribution becomes
less uniform. To control material temperature
more closely throughout the run, operate the
rotor to be used at the desired temperature and
at a speed of 1000 mpm for about 15 minutes prior
to placing the material in the rotor. if time is a
factor refrigerate the rotor externally beforehand.
If the refrigeration system temperature is left
operating when the centrifuge is not in use the
microprocessor will compensate for this idle
condition. Once the selected temperature has
been attained the compressor turns on and off
(cycles) to maintain the set temperature. Temp-
erature may be reset anytime during a run cycle.
Obviously, a few minutes will pass before the new
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temperature is reached. For larger (£ 7° C)
changes in temperature set point, during
operation, refer to (28) below.

CAUTION

The chamber is not desighed as a
storage refrigerator. Do not store food
or drink in the chamber as it may be
contaminated if the chamber has not
been kept biologically clean. Also, do
not store accessories in the chamber.

7. Numeric and ENTER Keypad.
This 13-key keypad is used to enter and edit the

run and program parameters. The following keys
comprise the keypad:

"0 through 9" Used to enter parameter values.

"." Used to enter the negative sign to obtain
the minus temperature value.

"CE" Used to erase the most recently entered
parameter, and to clear the display.

"ENTER" Usedto lock in the entry.

8. Set Temperature/°C Indicator.

This small green LED indicator is used to display .

the set chamber-operating temperature from
-9°C to +39°C, in 1°C increments. For larger (+
7°C) changes in temperature set point, during
operation, refer to paragraph 28: EQO below.

9. Set Rotor No./ Rotor Radius switch.

This dual-function switch is used with the numeric
and ENTER keypad to select the installed |IEC
rotor part number (once entered the rotors
maximum radius (without tube) is automatically
entered internally to the machine). Note, the
rotor number must first be entered to
ensure safe operation since the machine
overspeed shutdown limits are rotor
dependent. This switch is also used to enter a
different acceptable radius for the specific,
previously-entered rotor. The rotors and their
respective radii and maximum speeds in RPM are
shown in Table 3-1.

NOTE. If an invalid rotor number or radius is
entered EEE or EE.E will be displayed on the
Rotor No. / Rotor Radius Indicator and the
machine will not run until a valid number is
entered. If the rotor number is changed the set
value of RPM/RCF may change to insure
operation within the rotor-speed limitation. Also,
if the rotor is not installed E0.4 will be displayed.



10. Rotor No./ Rotor Radius Indicator.

This green LED indicator is used to display the
installed rotor, or, its respective maximum radius,
or, if desired, a different acceptable radius. If
there is abnormal machine operation a diagnostic
number may be displayed on the indicator. Refer
to (28) below.

11. Set Speed RPM/RCF Switch.

This dual-function switch is used with the numeric
and ENTER Kkeypad to select and display on the
associated indicator, either rotor speed in
revolutions per minute (RPM) from 100 to 6200
rpm, in 100 rpm increments, or, the relative
centrifugal force (RCF) produced up to 9635 x g.

NOTE

The speeds selected should be equal
to, or less than, the maximum rated
speed for the rotor and accessories to
be used as listed in the Speed and
Force Data, Table 3-3. You cannot enter
greater than maximum rpm, RCF, or rad-
ius limits for the entered rotor number.

The set speed RPM/RCF may be increased or
decreased at any point during a run.

NOTE

If during operation the rotor exceeds the
maximum speed by 5% for that rotor an E06 will
be displayed on the Rotor No. / Rotor Radius
Indicator and the machine will shutdown and
brake to a full stop.

All RPM/RCF entries will be rounded to the
nearest 100 rpm, or nearest 10 x g, respectively.

12, Set Speed RPM/RCF Indicator.

This green LED indicator is used to display the
set speed; either directly, the rotor speed in
revolutions per minute (RPM) from 100 to 6900
rpm, in 10 rpm increments, or indirectly, the
relative centrifugal force (RCF) upto 9635 xgata
maximum speed of 6900 rpm.

13. RPM Mode Indicator.

This green LED indicator is used to indicate that
the machine is in the RPM Mode.

14. RCF Mode Indicator.

This green LED indicator is used to indicate that
the machine is in the RCF Mode.

15. Actual Speed RPM/RCF Indicator.

This red LED indicator is used to monitor the
actual rotor speed; either directly in revolutions
per minute (RPM) from 100 to 6900 rpm or
indirectly, the relative centrifugal force (RCF) up
to 9635 x g at a maximum speed of 6900 rpm.
The display is in 10 rpm increments.

16. Set Time / Jw2dt Switch.

This dual-function switch is used with the numeric
and ENTER Kkeypad to select and display on the
associated indicator, either; an untimed (Hold), a
timed, or, to select an Jw2dt run-cycle duration.
The Jw2dt integrator automatically keeps track of
the accumulating centrifugal effect in the course
of a run, including that taking place during
acceleration and deceleration of the rotor.

The untimed (Hold) mode is selected by
entering O : 00 for the set time. This mode is
used for runs exceeding 99 minutes and 59
seconds; for continuous runs, or, when the
timed mode is not desired. A green HOL will
appear on the set Time / Jw2dt indicator
when in the hold mode. In this mode actual time
displayed indicates a "count up” from zero and will
also indicate elapsed run time. The hold
mode may be entered during a timed run.

If the hold mode is not desired, simply enterin a
different time then the HOL display disappears.
if the run is stopped manually by pressing the
Stop/Open switch the actual display will stop
counting but will not be blanked even after
reaching zero speed.

In the timed mode periods of from one second
up to a total of 99 minutes 59 seconds are
selectable in one-second increments. In this
mode actual time displayed indicates a "count
down" from set time to zero and will indicate
remaining run time. When the actual time
display reaches zero it will be blanked.

Note that ali “seconds"” entries are
forced to be less than 60.

The time may be reset during a run. The actual
display will be "counting down" from the new
value as soon as it is entered.

During a Jw2dt run it is possible to change the
set value of the Jw?dt by pressing the Time /
Jw2dt switch. However, resetting the set-value
will not affect the total accumulated Jw2dt. This
means that the new set-value should be higher
than the actual accumulated Jw2dt, or the
machine will shut down.

It is possible to place the machine into the hold
(untimed) mode with the fw2dt operation by
entering a value of 00.: 00 for the set [w2dt. If
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operated in this condition the actual display will
start at 0.0 : 00 and accumulate upwards until
the machine is stopped manually.

The user can check and display elapsed time
during a fw2dt run by pressing the Time//w2dt
switch twice in a row to change to an elapsed time
display.

During operation in the Jw2dt mode with an
elapsed time display the set-value indicator will
show -.-:--to indicate that the run will still be
ended by an Jw2dt setting. Pressing the Time
/jwldt switch again will cause the normal
fw2dt displays to return. If at the end of a run in
the Jw2dt mode the display was left showing
elapsed time then the actual display will
automatically change back to the total
accumulated w2dt mode when braking begins.
Note. If the hold mode Is selected the set-value
indicator will still display HOL. No change of
display mode during a run should affect either the
total accumulated w2dt or the total elapsed time
since the start of the run.

17. Set Time (Min/Sec)//w2dt (Mant/Exp)
Indicator.
These green LED indicators display minutes and
seconds in the Time mode and mantissa and
exponent in the Jw2dt mode.
Note that all entries in the [w2dt mode are in
scientific notation. During operation in this mode
the actual display will start at 0.0 : 00 and
accumulate upwards toward the set value. When
the set value is reached the machine will start
braking but will continue to accumulate and
display Jw2dt. When the machine reaches zero
speed the actual Jw2dt display will continue to
display the accumulated jw2dt.
Note. You cannot change the run duration
mode from Time to [w2dt, or vice versa, once
the run has started. Only the display mode can
be changed. When in the hold (untimed) mode;
HOL will appear on the display.
18. Actual Time/fw2dt Indicator.
These red LED indicators show the actual run
numbers: either; a timed, or an Jw?dt run-cycle.
These indicators display minutes and seconds in
the Time mode and mantissa and exponent in
the Jw2dt mode.

19. Time Mode Indicator.

This green LED indicator is used to show that the
machine is in the Time Mode.

20. jw2dt Mode Indicator.

This green LED indicator is used to indicate that
‘the machine is in the [w?dt Mode.

3-4

21. Acceleration Rate Switch.

This switch is used with the numeric and ENTER
keypad to select and display on the associated
indicator, any of the ten, from zero 0 (slow)
through 9 (maximum) acceleration rate profiles
of operation. The switch settings provide an
adjustable "soft" start acceleration rate from 0 to
250 rpm. At 250 rpm the rotor will accelerate at
the maximum rate to the set speed. Refer to
Figure 3-1A.

22. Acceleration Rate Indicator.

This green LED indicator displays the selected
acceleration rate 0 (slow) through 8 (maximum).
Values shown in this indicator effect acceleration
rates below 250 rpm.

23. Brake (Deceleration Rate) Switch.

This switch is used with the numeric and ENTER
keypad to select either a “coasting” mode, or, a
braking mode of ending the run cycle. In the
coasting mode (0 position) you do not have a
braking force applied to the drive motor so that
the rotor is allowed to gently decelerate, or
"coast,” freely to a stop. In the braking mode a
rotor-braking force is applied to the drive motor
so that the rotor deceleration rate is controlled.

At brake positions 1,2,3,4,5,6,7, 8, 0r9,
rotor-braking force is automatically applied as
shown in Figure 3-1A.

NOTE

The length of the coasting, and the
braking, period depends on the rotor
and load used, as well as, the speed of
rotation just prior to stopping the run.

The deceleration rate may be increased or
decreased at any point during a run.

Braking if pre-selected, will automatically be
initiated at the end of the run cycle.

24, Brake (Deceleration Rate) Indicator.

This green LED indicator displays the selected
deceleration rate (1 through 9) or the coast 0
setting.

25. Program Select Switch.

This switch is used with the numeric and ENTER
keypad to select a preprogrammed run cycle.
This switch is active only when the key switch is at
the Pgm Set or Pgm Run setting.




Switch
Position

@ 1

2

Brake
Force

low

maximum
low

medium

maximum
low

high

maximum
medium

maximum
medium

maximum
medium

maximum

from

from
from

from

from
from

from

from
from

from
from

from
from

from

Speed

set speed to stop.

set speed to 1900 rpm, and
1900 to stop.

set speed to stop.

set speed to 1400 rpm, and
1400 rpm to stop.

set speed to stop.

set speed to 1000 rpm, and
1000 rpm to stop.

set speed to 700 rpm, and
700 rpm to stop.

set speed to 400 rpm, and
400 rpm to stop.

set speed to stop.

An example of the braking rates is
shown in the following graph:

CENTRIFUGE SPEED {rpm)
1

87654

1]

PR-7000M ACCELERATION / DECELERATION

’ Acceleration

PROFILE (TYPICAL)

(966 Rotor, Six 1000mi Samples. 5200rpm)

Deceleration

R

100

T
200

T
300

1 L] 1 1
200
TIME (Seconds)

1
800

I
700

Figure 3-1A Acceleration / Deceleration Profile (Typical)
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26. Program Indicator.

This green LED indicator displays the selected
run cycle program. This indicator is active only
when the key switch is at the Pgm Set or Pgm
Run setting.

27. Start-Run Switch/Indicator.

This pushbutton switch/indicator is used to start
the run if the centrifuge cover is closed and
latched. When the switch is pushed, the green
indicator in it will glow, and remain glowing, until
the run ends.The switch is also used to
facilitate "repeat runs".

NOTE

The centrifuge cannot be started until
the cover is closed and latched.

If power to the centrifuge is interrupted
the run will automatically be ended to
prevent inadvertent startup when power
is restored. When power is restored and
the rotor is at rest the Start button must
be pushed again to restart the run.

28. Diagnostic (LATCH /IMBALANCE /
OVERTEMP / BRUSHES ) Indicators.

One, or, more, of the following, yellow LED
diagnostic messages may be displayed:

LATCH - The centrifuge cover is open or is not
completely closed and latched;

IMBALANCE - The run has been terminated
because of an imbalanced load in the rotor;

OVERTEMP - There is a refrigeration failure,
or sample over temperature shutdown.

BRUSHES - There remains only About 20
hours of brush life. CAUTION: Although the
centrifuge may be operated with this
brush-wear indicator still glowing, the
brushes MUST be replaced as soon as
possible to prevent damage to the
motor commutator.

NOTE. In addition to the above
diaghostic messages the following error
messages may appear in (10) the Rotor
No. iIndicator.

EOO Sample'Temperature Alarm

This machine starts checking the temperature five
“minutes after either the START switch was
pressed or the temperature set-point was
changed. The actual temperature must be within

17 °C of the set-point or the alarm will trip. if the
alarm trips during operation the machine will
shutdown and go into the maximum brake mode
to stop; the OVERTEMP indicator will be
displayed and the Rotor No indicator will show
EQO. After a sample over-temperature
shutdown occurs you can restart the machine and
clear the error by pressing the START switch.

EO0O1 Power Board Fail

This error is caused when the power board
senses uncontrollied high (greater than 19 amps
for 10 milliseconds) currents applied to the motor.
This is an indication that the power board power
devices have failed. When this error occurs the
machine will coast to a stop and restart should not
be attempted. Call service personnel for a check
of the power board.

E02 Tach Fail

. This error is caused when the machine is in the

run state and the measured RPM is equal to zero.
When this error occurs the machine will
immediately stop and go into a full-brake mode for
four minutes. During this period you are not
allowed to open the machine cover since rotation
is assumed. After the four-minute interval you
can open the cover but you cannot start the
machine. Call service personnel! for a check of
the TACH sensor, TACH sensor connections and
the Pulse Width Modulation (PWM ) board.

E0O3 Motor Current Sense Fail

This error is caused when the machine senses
the Power board is in current limit, however the
measured value for current is less than 1 amp or
when the PWM is greater than 75% and the
measured current is less than one Ampere.
When this error occurs the machine will coastto a
stop. Once the machine has fully stopped you
can open the cover but you cannot start the
machine. Call service personnel for a check of
the Power board, the Power board to PWM board
connections and the PWM board.

E0O4 No Rotor Fail

This error indicates that the machine was started
with no rotor installed. The error occurs when the
RPM increases by more than 25 RPM within 1/2
second of operation. Note that this error will
cause the machine to shutdown and coast to a
stop and that the error can be cleared by opening
the cover and installing a rotor.

EO5 Board Communications Fail

This error indicates that the front panel micro-
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processor has not successfully communicated
with PWM microprocessor in the last two
seconds. This error could be displayed as a result
of the PWM board failure or faulty connection
between the PWM board and the front panel
microprocessor. Call service personnel for a
check of the watchdog LED on the PWM board
and of connections between the PWM and the
front panel Logic board as well as on the two
boards.

E06 Overspeed Fail

If during operation the measured rotor speed
exceeds the maximum rated speed for the rotor
entered into the Rotor No display by more than
5% then an overspeed shutdown will occur.

E07 Guard Bow!l Over Temp

This error indicates that the guard bowl
temperature has exceeded it's safe operating
temperature. When this error is displayed the
machine will shutdown and brake to a stop and
restart is not possible until the guard bow! cools to
within it's safe operating temperature. This error
usually indicates that the refrigeration system has
failed. Call service personne! for a check of the
refrigeration system.

EO08 Nonvolatile RAM Failure

This error indicates a failure of the memory
storage used to retain the machine set-up
information when the machine power is off. This
error will not allow the machine to operate. Call
service personnel for a check of the RAM.

29. Cover Safety-Latch-Interlock Bypass Access.

This centrifuge protects the user by locking the
centrifuge cover closed during the run cycle.

This safety feature may be bypassed for servicing
or, for removing a sample in case of a power fail-

ure.
WARNING

WAIT AT LEAST TWENTY MINUTES
AFTER A LOSS OF POWER BEFORE
ATTEMPTING TO BYPASS THE SAFETY
INTERLOCK. THE MACHINE POWER
CORD MUST BE UNPLUGGED. DO NOT
BYPASS 'THE COVER SAFETY IN-
TERLOCK AS A ROUTINE OPERATION
BECAUSE OF DANGER TO THE USER.
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3.2.2 Dataplate/Power-Cord.

A dataplate which specifies the serial number,
power requirements, and other pertinent inform-
ation is located on the lower-left corner of the
centrifuge.

A three - conductor, six - foot (1.8 meters) long
power line cord is also located on the base
assembly of the centrifuge.

The cord is used to connect the centrifuge 1o an
AC power outlet. Consult the dataplate, and
paragraph 2.4, for the correct electrical power
requirements and power connections.




3.3 Operational Precautions

CAUTIONS

1. DO NOT ATTEMPT TO OPERATE THIS
CENTRIFUGE BEFORE READING THIS
SECTION OF THE MANUAL.

2. FOR PROPER OPERATION AND
ASSURANCE OF GOOD SEPARATION,
ROTOR LOADS MUST BE BALANCED IN
ACCORDANCE WITH PARAGRAPH 3.4.3.
IF YOU OPERATE THE ROTOR WITH LESS
THAN A FULL COMPLEMENT OF TUBES BE
SURE TO BALANCE THE OPPOSITE-LOAD
TUBES IN PAIRS, OR, AS DESCRIBED.

3. DO NOT USE OTHER MANUFACTURERS'
ACCESSORIES IN IEC CENTRIFUGES
UNLESS THEY ARE SPECIFIED IN THIS
MANUAL. SUCH MISUSE OF IEC
PRODUCTS 1S POTENTIALLY DANGEROUS
AND WILL VOID THE WARRANTY.

4. DO NOT ADJUST ANY INTERNAL
CONTROLS.

5. DO NOT BLOCK THE FRONT LOUVER
OR THE REAR VENT OR GRILLE OF THE
CENTRIFUGE, OTHERWISE, AIR FLOW WILL
BE REDUCED RESULTING IN POOR COOL-
ING AND EARLY FAILURE OF INTERNAL
COMPONENTS. ALLOW 4.0 IN.(10.2CM)
OF FREE SPACE AT THE REAR, OF THE
CENTRIFUGE. DO NOT PLACE THE
CENTRIFUGE AGAINST RADIATORS OR
OTHER HEATING ELEMENTS.

6.NEVER RUN THE CENTRIFUGE WITHOUT
THE ROTOR INSTALLED. OTHERWISE, THE
SHAFT MAY BE DAMAGED.

7. TURN THE POWER OFF WHEN THE
CENTRIFUGE IS NOT IN USE FOR LONG
PERIODS TO SAVE ENERGY.

8. DO NOT LEAVE LIT CIGARETTES OR
OTHER SMOKING MATERIALS ON TOP OF
THE CENTRIFUGE AS THEY WILL LEAVE

UNREMOVABLE MARKS.

9. IF TUBE BREAKAGE OCCURS WITH
INFECTIOUS OR RADIOACTIVE MATERIALS
THE CENTRIFUGE AND ALL ITS
COMPONENTS MUST BE STERILIZED OR
DECONTAMINATED. »

10. THIS IEC CENTRIFUGE IS NOT
SUITABLE FOR USE IN HAZARDOUS
LOCATIONS. IT IS UNSAFE TO PLACE
VOLATILE COMBUSTIBLES IN OR NEAR
THE CENTRIFUGE.

11. CLEAN THE CENTRIFUGE CHAMBER
AND THE OUTSIDE OF THE CENTRIFUGE
WITH A DAMP, NOT WET, SPONGE. USE A
MILD DETERGENT AND WARM WATER
SOLUTION TO DAMPEN THE SPONGE.
NEVER POUR SOLUTIONS INTO THE
CHAMBER. DO NOT USE A SOLVENT-
BASED CLEANER.

12. DO NOT OPERATE THE 966 ROTOR
ABOVE 5600 RPM AS STRUCTURAL
DAMAGE TO THE ROTOR WILL OCCUR.

WARNINGS

1. THIS CENTRIFUGE MUST BE SECURE-
LY MOUNTED TO THE FLOOR AS DE-
SCRIBED IN SECTION TWO INSTALLATION.

2, TO AVOID AN ELECTRICAL SHOCK,
THE POWER CORD MUST BE PLUGGED IN-
TO A GROUNDED OUTLET, NEVER
REMOVE THE GROUNDING PRONG FROM
THE POWER PLUG OR USE ANY ADAPTER
WHICH DEFEATS, OR THAT DOES NOT
COMPLETE, THE POWER GROUND
CIRCUIT.

3. ALWAYS UNPLUG THE POWER CORD
BEFORE REMOVING THE FRONT LOUVER,
THE REAR PANEL, OR THE REAR GRILLE
OF THE CENTRIFUGE, AS THIS EXPOSES
ELECTRICAL SHOCK AREAS WHERE
POTENTIALLY LETHAL VOLTAGES ARE
PRESENT.

4. DO NOT OPERATE THIS CENTRIFUGE IF
THE ROTOR OR ACCESSORIES SHOW
SIGNS OF DETERIORATION OR
CORROSION IF DETERIORATION OR
CORROSION IS VISIBLE, STOP USING AND
REPLACE THE ITEM(S) IMMEDIATELY.

5. REFER TO PARAGRAPH 3.4.2 AND TO
FIGURE 3-2 FOR THE CORRECT ROTOR
INSTALLATION PROCEDURE.

6. TO PREVENT CORROSION, NEVER USE
SODIUM HYPOCHLORIDE (HOUSEHOLD
BLEACH) AS A STERILIZING AGENT FOR
ALUMINUM, MAGNESIUM, OR MAGNESIUM
BRONZE ROTORS OR ACCESSORIES.

7. NEVER ATTEMPT TO OVERRIDE THE
COVER INTERLOCK UNDER NORMAL

OPERATING CONDITIONS. WAIT AT LEAST
TWENTY MINUTES AFTER A LOSS OF

POWER AND AFTER THE ROTOR STOPS
SPINNING BEFORE OVERRIDING THE
INTERLOCK.
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Cover Windshield
Turn Counter-Clockwise 40652

(CCW) to loosen, or
Clockwise (CW) to tighten
the captive Rotor Locking

Nut. QD

Steel Wrench 1787

-Cup 5027 includes:
-Dome (Cap) 5026
-"O" Ring 47824
-Cup 40355

Windshield 40651
which includes:
-Rotor 40356
-Captive Nut 48842

Rotor Shaft

- Counter-Clockwise (CCW)
(Rotor direction of rotation)

D

Figure 3-2 966 Rotor Assembly



3.4 Operating Procedure

Centrifuge operation normally involves; applying
power, selecting the program mode, opening the
cover, installing a rotor with balanced accessories
and a balanced load in the rotor, selecting the
chamber operating temperature, acceleration rate,
braking, speed/RCF and duration of the run (time /
fw2dt ) cycle, closing the cover, starting the run
cycle, stopping the run cycle, (the run cycle ends
automatically at the end of a programmed timed or
Iwadt run), opening the cover and removing the
rotor.

The following paragraphs describe the operation.
3.4.1 Opening the Cover

1. Push the Power switch button to the ON/1
position. The actual guardbowl temperature will be
displayed. The red STOP/OPEN indicator will
glow.

2. Push the STOP/OPEN button. The cover in-
interlock will be activated and it will release the latch.
The counter-balanced cover will open. The word
LATCH will appear in yellow on the display.

NOTE

It there is a power failure, or other
emergency, the cover interlock may be
released as described in paragraph 3.8.

WARNING

IF, AT THE TIME OF A POWER FAILURE, THE
ROTOR IS STILL SPINNING WAIT AT LEAST
TWENTY MINUTES BEFORE ATTEMPTING TO
OPEN THE COVER AS DESCRIBED IN PAR.

3.8.
3.4.2 Installing the Rotor

Table 3-1 is used for computing the relative
centrifugal force (RCF) at radii and speeds not listed
in Table 3-3. Table 3-2 shows tube information.
Table 3-3 shows the maximum rated speed for the
particular rotor and accessories. Tabie 3-4 shows the
derating factors versus specific gravity of rotor
contents. Table 3-5 shows the chemical resistance
of IEC plastics.
CAUTION

IT IS ESSENTIAL THAT ONLY IEC ROTORS
THAT ARE REFERENCED IN TABLE 3-3 AND
THEIR ACCESSORIES BE USED IN THIS CEN-
TRIFUGE. USE OF OTHER ROTORS AND
ACCESSORIES IS DANGEROUS AND WILL VOID

THE WARRANTY.

1. Check that the drive shaft and the rotor-shaft
hole are clean.

2. Remove all materials from inside the chamber.

3. Remove the windshielded rotor cover by lifting it
straight up and off the rotor. Remove the cups.

4. Install a properly balanced 966 rotor as follows:

Always install the rotor in the chamber
without accessories (cups, carriers, shields
and/or trunnion rings, cushions, glassware,
or plasticware, etc.). Then add a full
complement of accessories as needed.
Also, check that each shield has the proper
cushion and that all shields contain one
cushion.

Insert the rotor through the guard bowl
opening with care.

- Install the rotor onto the shaft. Make sure the rotor
is fully seated on the shaft.

NOTE

After placing the 966 Windshielded rotor
on the shaft it may be necessary to take
the weight off the rotor, by lifting it up
slightly with one hand, while turning the
nut down on the shaft with the other hand,
to engage (resistance will be felt) the
threads of the tapered shaft. Turn the
locking nut, when resistance is no longer
felt then the rotor is seated. Release the
rotor. Now use the 1787 wrench to tighten
the rotor nut securely.

- Turn the captive rotor locking nut down onto the
shaft threads. Use the wrench, IEC part no. 1787, to
tighten the nut down on the shaft.

3.4.3 Loading and Balancing the Rotor
CAUTION

ROTOR BALANCE MUST BE MAINTAINED.

All centrifuges have "critical speeds” at
which vibration occurs. As the speed in-
creases beyond the critical speed vibra-
tions will cease. This inherent condition
also occurs during deceleration. An
imbalanced load intensifies these critical
frequencies. Critical speeds do not occur
in the operating (1000-6900 rpm) range of
the PR-7000M. However, excessive
vibration of the instrument during normal
laboratory use may be directly traceable to
rotor imbalance.




Ensure that the rotor is Iloaded
symmetrically and with a full (or paired)
complement of tubes and/or carriers with
opposite loads weighing within 0.5 grams
of each other.
WARNING

NEVER USE MERCURY FOR BALANCING OR
FOR ANY OTHER PURPOSE. WHEN CEN-
TRIFUGED MERCURY VAPORIZES. MERCURY
VAPORS ARE HIGHLY TOXIC AND THEY
REACT WITH ALUMINUM.

Accessory balance is also an important factor in
prolonging the life of the armature and bearings of
the centrifuge motor. IEC rotors as well as all rotating
parts of the centrifuge, are dynamically balanced at
the factory. In addition, |EC trunnion rings, shields,
. cups and carriers are weighed and matched to 0.5
grams. The gram weight is stamped on each piece.

All horizontal rotors must be loaded with a full
complement of accessories to prevent unequal
stresses on the rotor during operation.

To obtain good dynamic balance the opposite loads
must not only be equal in mass, but must also have
the same center of gravity. Take care to select
centrifuge tubes and bottles in pairs which are alike in
shape, thickness, and distribution of glass or plastic.
The larger the container, the more critical the
selection should be. When measuring weight, use a
laboratory balance having a sufficient capacity to
handle the size container being used, and which has
a sensitivity of one-tenth of a gram at full load.

1. Place the required accessories and tubes in the
rotor. If less than a full complement of tubes are to be
used, be sure to balance the tubes in pairs. In most
rotors and adapters certain tube holes are num-
bered to facilitate pairing and sample identification.

2. Close the cover firmly to latch and to lock it. The
word LATCH will disappear from the display.

3.44 Programming the Run Cycle

WARNING
NEVER ATTEMPT TO OPEN THE COVER WHILE
THE ROTOR IS SPINNING.

1. Set the operating mode key switch to the
manual position.

2. Use the Rotor No. switch and the numeric and
ENTER keypad to enter the installed rotor number
as follows:

- Press the Rotor No. switch. The selected rotor
number will be replaced by - - - - for a few seconds.
- Press the rotor number on the numeric keys of the
ENTER keypad.

- Press the ENTER key on the ENTER keypad.

The maximum rotor radius (see Table 3-6) will be
automatically entered for the rotor number entered.
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Note. |f a different-than-maximum rotor radius is
desired, enter it now before the run begins because
you cannot change it during a run. Any radius
between a minimum of 6.0 cm and a maximum of
27.5 cm may be entered. Any out-of-range entry will
cause an EE . E display and the machine will not
run until a valid number is entered. To enter the
radius:

- Press the Rotor No. switch twice to view the
radius and once again to change this radius. The
selected rotor number will be replaced by -- - - for
a few seconds.

- Press the appropriate numeric keys on the
ENTER keypad.

- Press the ENTER key on the ENTER keypad.
Note. The modified radius will remain in effect as
long as the rotor number is not changed. If the
number is changed the radius will revert to the one
assigned for that rotor. Note During operation you
cannot change rotor number or radius, however, if
the Rotor No. switch is pressed the indicator will
altéarnately display the rotor number and the rotor
radius.

3. Use the Temp C* switch and the numeric and
ENTER keypad to select the desired temperature
as follows:

- Press the Temp C’ switch.

- Press the appropriate numeric keys (and the " - "
sign for a minus temperature) on the ENTER
keypad.

- Press the ENTER key on the ENTER keypad.

4. Use the Accel switch and the numeric and
ENTER keypad to select the desired acceleration
rate as follows:

- Press the Accel switch.

- Press the appropriate numeric keys on the
ENTER keypad.

- Press the ENTER key on the ENTER keypad.

5. Use the Brake switch and the numeric and
ENTER keypad to select the desired deceleration
rate as follows:

- Press the Brake switch.

- Press the appropriate numeric
ENTER keypad.

- Press the ENTER key on the ENTER keypad.

6. Use the RPM/RCF switch and the numeric and
ENTER keypad to select the desired speed RPM
or RCF as follows:

- Press the RPM/RCF switch for an RPM or an RCF
mode.

- Press the appropriate numeric keys on the
ENTER keypad.

- Press the ENTER key on the ENTER keypad.

keys on the

7. Use the Time / [w2dt Switch and the numeric
and ENTER keypad to select: an untimed (Hold); a
timed, or, an Jw2dt run-cycle run.

To select an untimed (hold) run:

- Press Time / [w2dt switch to the Time mode.




- Press the 0 key on the numeric keypad.
- Press the ENTER key on the ENTER keypad.
The word HOL will appear on the display.

To select a run in the /w2dt mode.

- Press the Time / Jw2dt switch. The display will
be replaced by -- : - - for a few seconds.

- Press the Time / [w2dt switch again. The display
will be replaced by - .- :-- for a few seconds
and the green fw2dt indicator will glow.

- Press the appropriate numeric keys on the numeric
keypad.

- Press the ENTER key on the ENTER keypad.
To select an untimed (hold) run in the
Jw2dt mode.

- Press the Time //w2dt switch to the [w2dt
mode.

- Enter 00 : 00 for the set jw2dt .

- Press the ENTER key on the ENTER keypad.

If operated in this condition the actual display will
start at 0.0 : 00 and accumulate upwards until the
machine is stopped manually.

To select a timed run:

Use the Time /Jw2dt switch and the numeric and
ENTER keypad to select the desired run time as
follows:

- Press the Time /fw2dt switch to the Time or the
jw2dt mode.

- Press the appropriate numeric keys on the numeric
keypad for the- desired run time in minutes and

seconds.
: Press the ENTER key on the ENTER keypad.

To set or modify a programmed run:

Note. Ten programs may be stored, and
modified, as follows:

To set a run ;

- Turn the Operating Mode Locking key to the Pgm
Set position.

- Use the Program switch to assign a 0 - 9 program
number.

- Press the ENTER key.

- Enter the run parameters as outlined above. Repeat
this procedure for up to ten programs.

To modify a run;

- Turn the Operating Mode Locking key to the Pgm
Set position.

- Use the Program switch to assign a 0 - 9 program
number.

- Press the ENTER key.

- Enter the new run parameters as outlined above.

3.4.5 Starting the Run Cycle

1. Push the Start button. lts green indicator will
glow. The red STOP/OPEN indicator will stop

glowing.

- The rotor will start to accelerate.
NOTE

The acceleration will be normal at any speed above
250 rpm regardless of the Accel switch setting.

- The rotor will accelerate to, and maintain, the set
speed.

The normal direction of rotation of the rotor during a
n.'lan is counter-clockwise (CCW) as viewed from
above.

NOTE. It takes one-to-two minutes ( after
the acceleration period ) for the speed to
stabilize to 10 rpm of the set speed

2. The timer (if entered) will be operational.

3. When the run ends, the green Start bution
indicator will stop glowing and the rotor will start to
decelerate.

The red STOP/OPEN indicator will glow when the
rotor is at O rpm.

4. Push the STOP/OPEN button. The cover will
open. The red STOP/OPEN button indicator will
remain glowing and a yellow LATCH will appear on
the display.

5. Push the Power button to the OFF/0 position.
All the indicators will stop glowing.

3.4.6 Changing Modes During Run
Changing run-cycle temperature-

- Use the Set Temperature C° switch and the
numeric and ENTER keypad to increase, or
decrease the chamber temperature. Note: If the
change is more than £ 7 degrees and the new set
temperature is not achieved within ten minutes the
machine will shut down with a sample temperature fail
E . 00 and O-TEMP diagnostic display.

Changing run-cycle period-

- Use the Time switch and the numeric and ENTER
keypad to increase, ordecrease the run-cycle
period as follows:

- Press the Time switch.

- Press the appropriate numeric keys on the
ENTER keypad.

- Press the ENTER key on the ENTER keypad.

- Push the Start switch again.

Changing run-cycle speed-

- Use the RPM/RCF switch and the numeric and
ENTER keypad to increase, or decrease the
run-cycle speed or RCF as follows:
- Press the RPM/RCF switch.
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- Press the appropriate numeric keys on the numeric

keypad.

- Press the ENTER key on the ENTER keypad.
Changing run-cycle from RPM to RCF

mode-

- Use the RPM/RCF switch and the numeric and

ENTER keypad to change from the run-cycle

speed RPM mode to the RCF mode as follows:

- Press the RPM/RCF switch twice to change

modes with an equivalent set point.

- Press the RPM/RCF switch again and press the

appropriate numeric keys on the ENTER keypad.

- Press the ENTER key on the ENTER keypad.

- Select the desired progam.

3.4.7 Stopping the Run Cycle

When in the timed mode, the run will automatically
end, and the rotor will start to decelerate, when the
selected period has elapsed.

To end the run manually when in the untimed mode
or anytime; press the Stop/ Open button.

The run cannot be restarted until the rotor is
completely stopped.

3.4.8 Opening the Cover

1. When the rotor is at rest the Stop/Open Cover
indicator will glow showing that the cover may be
opened.

2.  Press the Open Cover button. The cover
interlock will release. The cover will open.

3. Remove the sample tubes.

3.4.9 Removing the Rotor

if the rotor is to be used again leave it in the chamber
and simply remove the load accessories. However, if
desired remove the rotor as follows:

1. Remove the windshielded rotor cover by lifting it

straight up and off the rotor. Remove the load
accessories.

2. Use the IEC part no. 1787 wrench to loosen the

captive rotor-locking nut on the threaded rotor shaft
in the chamber.

3-10

NOTE

When removing the 966 rotor:

- Remove the cups first.

- Unscrew the rotor locking nut with the
1787 wrench until the rotor "pops"” up and
then becomes free of the tapered shaft.
Then take the weight off the rotor by lifting
it up slightly with one hand, while using the
1787 wrench to turn the nut up on the
shaft with the other hand, to disengage
(resistance will be felt) the threads of the
tapered shaft.

- Loosen the captive rotor nut completely.

3. Remove the rotor by lifting it carefully out of the
chamber. Take care not to damage the shaft screw
threads.

4. Clean up any spills immediately after the run to
prevent rust and corrosion which could damage, and
make the rotor, accessories and the centrifuge
itself, unfit for use.
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20,000 == 200,000
=
15,000 = 150.000
p—
—
—
10,000 =~ 100.000
30,000 — 3.000,000 -
20,000 — 2,000,000 —
10,000 - 1,000,000 6.000 =~ 60.000
2 =
- =
S 5,000—500.000 -
> -
é 4,000 =~ 40,000
5 N
INSTRUCTIONS W 2,000—5200,000 3,@5’— 30,000
To find, for example, the relative cen- g // E
trifugat force at a radial distance of 10 cm. hre 1,000 100,'000 -y
from the center of rotation when opera- -l — =4
ting the centrifuge at a speed of 3000 r.p.m., é _ -~ C 2,000 — 20,000
place a straightedge on the chart connecting -2 500 50.000 -
the 10 cm. poi he Rotating Radi e ' -
. point on the Rotating Radius = o
Scale (A) with the 3000 r.p.m. point on E 1,500} 15,000
the Speed Scale (B). Read the point at which E —
the straightedge intersects tne Relative Cen- O :
trifugal Force Scale (C) — in this case, g 200 20.000 R
1000 x gravity. =
Similarly, if the desired r.c.f. is known, = 1,000 10.000
. | < 100 10,000 b—
the necessary speed for a given rotating i}
radius may be determined by connecting '6':" =
the two known points and reading the in- =
tersection of the straightedge with the 50 5.000
Speed Scale. -
EQUATION 5 000
FOR CALCULATING R.C.F. 20 = 2.000 5005
R.C.F. = .00001118 x r x N*
R.C.F. = relative centrifugal force =
{gravities) 10 1,000
r = rotating radius {centimeters)
N = rotating speed (rev. per min.) -
Use scales on right for high-speed and
ultracentrifuges. 3 300
200 2,000

Table 3-1 Relative Centrifugal Force (RCF) Nomograph

SPEED — REVOLUTIONS PER MINUTE
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Table 3-2

IEC Centritubes

Centritubes are manufactured speaifically for centrifugation
to Imernational Equipment Company (IEC) specifications
Each IEC tube, bottie and cap is designed and mwoided {or
perect fit, maximum strength and wide versatility

“Oak Ridge’’ Type Screw Cap Tubes

“QOak Ridge'’ type screw-cap Centritubes eliminate the need for
costly, time-consuming 5-piece metal sealing sytems. With a
simple twist of the wrist, a one-piece 1EC knurled metal cap
seals tightly, assuring a positive vacuum tight seal. The caps
are available 1n anodized aluminium and teflon coated
aluminium,

“Qak Ridge' type screw cap tubes are ideal for working with
virological or other infectious material, and are available in
polypropylene and Autoclear polycarbonate.

Plastic screw caps are supplied with the tubes and may be
safely used in low speed centrifuges.

IEC Centritube*™ Table

Autoclear Conical Graduated Tubes

Autoclear polycarbonate graduated tubes are 1deal for clinica!
work requiring percise graduations and are molded under
extremely close tolerances.

Tubes Nominal Outside Pisstic Caps
Csatalog Capacity Dimensions Catsiog

No. {m1) (mm) No

2809 50 28.6x133.4 1518
2810 15 16.8x119.1 2884

Autoclear™ Round Bottom Tubes

Autoclear round bottom tubes combine many of the advartages
of glass with the strength and economy of plastic. Idea' for hugh
or fow speed applications, these crystal clear polycarbonate
tubes are shatterproof, autoclavable and resistant to most
chemicals.

Plastic Aluminum

Autoclesr Polycarbonate Tubes Metal Screw Caps Tubes Nominal Ounide Caps  Sesiing Caps
Replacement Teflon Catalog Capacity Dimensions Catalog Catalog
Plastic Screw Anodized Coated No. {mi) {(mm) No Neo
Tubes Nominal  Outside® Caps Aluminum Aluminum 2852 3 10.9x54.7
Catalog Capacity Dimensions  Catalog Cetslog  Catslog 2804 4 10.9x77.2 2880
No. {m}) {mm) No. No. No. 1696 8 16x60.3 2876
2067 - 10 16.1x81.4 2887 2066 2064 1698 8.5 13x106.3 1699
2055 30 25.3x83 2886 2056 2057 2816 10 14.5x96 1676 158A
2053 50 28.6x106.1 2888 2063 2054 2801 10 16.1x76.2 2877 1183
2059 73 98.1x1102 2886 2060 2058 1649 12 16.0%98.7 1514 1578 .
*Includes Plastic Cap 2808 12 20.4x60 4 1677
1648 15 16x114.3 1514 1578
2805 22 18.7x111.1 2881
2802 30 25.3x88.9 2878 1177
2987 47 28.6x103.8 1580 1580
Polypropyiene Tubes Meta! Screw Caps 2806 86 31.9x161.8 2882

Replacement Teflon

. _, PlasticScrew  Anodized  Costed Transparent Polyaliomer Tubes
Tubes ' Nominal ~_ Outside Ceps  Aluminum  Aluminum Special 1EC transparent thin-walled polyallomer tube
C;‘a'” ca(p“"y Dimensions  Catalog Cetolog  Catalog combine the flexibility and capacity of cellulose nitrate with
0. mi) (mm) No. No. No. the autoctavability and chemical stabitity of polypropylene.
2046 10 16.1x81.4 2887 2068 2064 ideal for gradient or routine analysis, these tubes may be
2047 30 25.3x83 2886 2056 2057 easily pierced with a hypodermic syringe.
2048 50 28.6x106 1 288e 2063 2054
. .
Includes Plastic Cap Plastic Alominom
Tubes Nomina! Caps Sealing Caps
Catsiog Capacity Dimensions Catalog Catalop
No. (mt)} {mm) No. No.
Round Bottom Polypropylene Tubes 2841 3.5 10.9x54.7 1524
1EC general purpose polypropylene Centritubes are molded 2840 5 10.8x77.2 1524
from a special high strength resin which is the clearest of the 2860 9 16.1x57.9 2897
translucent polypropylene plastics. All are autoclavable. 2836 10 12.7x98.4
2864 10 12.7x108
2842 12 14.5x96 1514
2850 12 16.1x76.2 2897 1181
Plastic Aluminum 2858 16 16.1x101.6 2897
Tubes Nominatl Outside Ceaps Sealing Caps 2858 17 16.1x108 - 2887
Csatalog Capacity Dimensions Catalog Catalog 2837 19 16.1x114.3 2897
No. {ml) {mm) No. No. 2839 28 26.2x66.8 2899
1629 13 16x98.3 1614 - 1578 2847 a7 25.4x88.9 1176
1630 . 46 28.6x103.8 1518 1580 2828 52 28.6x103.7




Table 3-3 Speed and Force Data

Rotor-resemes ceeen Tubge=e=-

No. Vol rpm RCF Radius Accessory
‘ Cat. No. Type (ml) (Max) Max)  om({Max) Cat. No.
822A 45'Angle 12 &0 6900 8300 15.6 Shield 305
8255 45°Angle 8 50 6900 7675 144 Shield 324

845A 45°Angle 8 240 6900 8635 18.1

- 8508 45'Angle 6 250 6300 8300 18.7 Cup 2743S
219 *SBW 4 750 5000 5375 1192 Cup 3218
276 +SB 4 1000 3700 3525 1235 Cup 3538
966 *SBW 6 1000 5200 7400 1245 Cup 5027

@
259 +SB 6 350 3500 3300 1245 Cup 3848
949 +SB 6 1000 3100 2775 1257 Cup 4038
g72 *‘SBW 6 Blood Bags 4600 5800 1245 Cup 5037

227 Linear Tube Tray Rotor

* Instrument Manufacturer's Racks per IEC Tray Max No. rpm RCF at Center RCF at Edge
Manufacturer Rack No. rotor No. of Tubes (Max) Radius Radius

# # 4-20 # 48 -240 3100 1775 2300

# Refer to the 227 Linear Tube Tray Instruction Manual, IM-207 for this information.

+ 8B Swinging Bucket
* SBW Swinging Bucket Windshielded
+ Inside bottom of cup ,

. 3-1 3




IMPORTANT
1EC ROTOR DERATING FACTORS vs. SPECIFIC GRAVITY OF ROTOR CONTENTS

All Internationa! Equipment Company horizontal and angle rotors sre provided with an unlimited opera
tional warranty, excluding mishandling, and never require derating due to hourly or cyclic use provided
that corrosion is eliminated and rotor contents do not exceed maximum allowable specific gravity.

Maximum specific gravity permissable without derating is 1.2 in horizontal (swinging bucket rotors) and
1.5 in angle rotors. For specific gravities in excess of 1.2 in 8 horizonta! rotor or 1.5 in an angle rotor, the
published speed must be multiplied times the derating factor corresponding to the average specific gravity of
the tube plus contents. RPM (allowable) = RPM (Maximum ) x derating factor.

The chart below indicates the derating factor for specific gravities from 1.2 to 3.0 in specific gravity incre-

ments of .10.
DERATING FACTOR (D.F.)

SPECIFIC GRAVITY HORIZONTAL ROTORS ANGLE ROTORS
1.20 - -
1.30 860 -
1.40 925 -
1.50 .884 -
1.60 .866 867
1.70 .839 939
1.80 ' .816 812
1.90 794 .888
2.00 774 .86€
2.10 755 .B44
2.20 .738 .825
2.30 721 .807
2.40 707 .790
2.50 682 774
2.60 678 .758
2.70 666 744
2.80 654 731
2.90 642 718
3.00 632 707

This table is based on the formula:
D.F.= JMax. SP. GR. permissible without derating
Actua! SP. GR.
and may be utilized to calculate derating factors for specific gravities greater than 3.0

RPM (allowable) = RPM (Maximum ) x D.F.

Table 3-4 Derating factors
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Chemical

Acetaidehyde

Acetic Acid (5%)

Acetic Acid {60%)

Acetic Acid (Glacial)
Acetic Anhydnde
Acstone

Acetonitrile

Acrylonrile

Adipic Acid

Alconox

Aluminum Chlonde
Aluminum Hydroxide
Ammonia

Ammonia Acetate
Ammonium Carbonate
Ammonium Chioride
Ammonwm Hydroxide (S%)
Ammonwwm Hydroxide {30%)
Ammonium Phosphate
Ammonum Sulfate
Amy! Acetate

Amy! Alcohol

Amy! Chionide

Aniline

Barum Salts
Benzaldehyde

Benzene

Benzoic Acid

Benzy! Alcohol

Bone Acid

Bromine

n-Butyl Azetate

n-Butyl Alcohol

Butyric Acid

Calcium Chioride
Calcium Hydroxide. Conc
Catcium Hypochlorte Sat
Carbon Tetrachionde
Cesium Salts

Chlorine fWet!

Chloring (Dry)
Chiorobenzene
Chioroform

Chromic Acid {]0%)
Chromic Acid (505
Crric Acid

Cresol

Cyclohexane

Cyclohexy! Alcohot
Decalin

Dextran or Dextran Sulfate
Diethyl Ketone

N. N-Dimethyliormamide
Dimethylsulfoxide
Dioxane

Ethers

Ethanol (50%)

PP — Polypropylene
PE — Polyethylene
PA — Polyaliomer
PC — Polycarbonate

Table 3-5
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Chemical Resistance of IEC Centrifuge Tubes and Bottles at 20°C
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Chemical

Ethanol {95%}

Ethy! Acetate

Ethylene Dichionde
Ethylene Glycol
Ethylene Oxide

Fatty Acids, Saturated
Fatty Acids, Unsaturated
Ficoll-Paque
Formaldehyde (40% Formakn)
Formic Acid

Gasoline

Glycerine (Glycerol)
Haemo-so!

Hexane

Hydrochionc Acid (30%)
Hydrochloric Acid (50%)
Hydrocyanic Acid
Hydrofluoric Acid (4%)
Hydrofluonc Acid (48%)
Hydrogen Peroxide (3%}
Hydrogen Percxide {100%)
Hydrogen Sulfide {Dry)
Hydrogen Sulfide {wet)
lodine (in 2lcohol)
Isobutyt Alcoho!
Isopropy! Acetate
Isopropy! Benzene
Kerosene

Lactic Acd (20%)
Linseed Ol

Machine Oif

Magnesium Chlonde
Magnesium Hydroxide
Methoxyethy! Oleate
Methanol

Methy! Ethyl Ketone
Methylene Chloride
Metrzamide

Mineral Ot

Nicke! Chionde

Nicke! Salts

Nicke! Sutfate

Nitrsc Acid (1%)

Nitric Acd {50%)

Nitric Acid {conc )
Nitrobenzene

n-Dctane

Oits (petroteum)

Oils {other}

Oxalic Acid

Perchioric Acid {70%)
Perchloroethylene
Phenot {5%}

Phenot {50%)
Phosphoric Acid (10%)
Phosphonic Acid (85%)
Phosphorous Trichlonde

RATINGS
U — Unsatisfactory
F = Fair (Test betore using)
— Not tested
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